














M
ul

ti-
Ro

om

CIM/PI
In-line version of the CIM wallplate. Ideal for use
where RJ45 wallplates have been fitted and CIM
audio plates are not viable. Provides stereo audio
input and IR outputs.

Specifications:
• Stereo input (2 x phono)
• 2 x IR emitter outputs (3.5mm jack)
• 1 x Balanced line audio output (RJ45)
• Dimensions (WxDxH): 60 x 70 x 45mm
Stock Code: 
S-S6CIM/PI S6 CIM/P1 COMBI PORT 

CIM-E
The SIM and IRM can be supplied to fit together
into a standard (44mm) double-gang back box. 

Specifications:
• Punch down termination to system
• Requires standard double gang UK back box

(44mm deep)
• Dimensions (WxDxH): 144 x 40 x 86mm 
Stock Code: 
S-S6CIM/WE S6 CIM COMB SIM/IRM MODULE
WHITE (REQUIRES FASCIA)
S-S6CIM/WE S6 CIM COMB SIM/IRM MODULE
BLACK (REQUIRES FASCIA)

Systemline
Keypads to suit all budgets & requirements 
The Systemline S6 controller is designed to work seamlessly with other components from the Systemline family, including our range
of intuitive keypads to suit all requirements and budgets. Each white keypad on this page is supplied with a white ‘clip-on’ fascia,
although alternative finishes are available separately, including satin nickel, black chrome, polished chrome and brass.

LKPM7.1
LEARNING MULTI-SOURCE KEYPAD

Expanding on the simple control of the KPM7, the
new learning handset allows for enhanced control of
source equipment - with interchangeable buttons. 

Features:
• Seven interchangeable input selection  

keys with status illumination
• Volume up/down keys and volume level display
• Navigation keys
• Mute, stop & skip forward / back keys
• Channel + key / Channel - key
• Direct Learning capability
• USB connection for uploading codes from PC 

and to create a backup file if required
• Macro capability using PC link
• Built-in zone setup capabilities 

including adjusting bass and treble etc
• Option for audio feedback on button press

Specifications:
• Integral IR receiver
• Requires standard double gang UK 

back box (44mm deep)

Stock Code:
TBA LKPM7.1 LEARNING KEYPAD IN WHITE
(REQUIRES FASCIA) 
TBA LKPM7.1 LEARNING KEYPAD IN BLACK
(REQUIRES FASCIA)

SIM-E
SOURCE INPUT MODULE PROVIDES THE
FLEXIBILITY OF A LOCAL AUDIO SOURCE IN
EVERY ROOM  
The line-level source input module is designed to
fit into a standard single-gang (44mm deep) back
box and converts line-level RCA phono inputs to
balanced line audio over CAT5/6 cables, as
required by Systemline Modular or can be used as
a local input for S6. 
A separate pair of unbuffered RCA phono outputs
is provided to allow the audio to be looped back
into the hi-fi system if required. 

Specifications:
• Punch down termination to system
• Requires standard single gang UK 

back box (44mm deep)

Stock Code:
TBA S6 SIM/WE SOURCE INPUT MODULE WHITE
(REQUIRES FASCIA)
TBA S6 SIM/WE SOURCE INPUT MODULE BLACK
(REQUIRES FASCIA)

Training 
Available

TSK35C TouchScreen
ADVANCED KEYPAD WITH RS232

Made for the digital age, the Advanced Colour
TouchScreen 'talks' to individual source
components via RS232 to provide real time 
two-way feedback. 

Easily view all the content of a MusicServer, surf
for a favourite CD track, album or digital radio
station on the crystal clear, high colour VGA
resolution LCD screen. The multi-room system as
you know it has just Advanced.

Features:
• Real-time two-way feedback from a Systemline

MusicServer, iPod* or compatible DAB/FM Tuner
• Integrated lighting control* and more
• High resolution, high contrast touchscreen
• ‘Plug and Play’ operation with compatible

components
• Fits into standard double gang Euro backbox
• All Cat5 UTP wiring–simple and cost effective
* With compatible iPort product

Stock Code:
S-S6CLTSK35M/IR SYSTEMLINE ADV
TOUCHSCREEN 
Requires fascia see opposite

KPM7
MULTI-SOURCE KEYPAD

Basic multi-source keypad module. Provides
source selection of interchangeable inputs
together with volume control and IR sensor.
Source inputs are backlit blue, with local source
backlit green. 

Specifications:
• Interchangeable buttons
• Integral IR receiver
• Requires standard single gang UK 

back box (44mm deep)

Stock Code:
TBA SINGLE SOURCE WHITE EURO WHITE
(REQUIRES FASCIA)
TBA SINGLE SOURCE BLACK EURO WHITE
(REQUIRES FASCIA)

IRM-E infrared
OUTPUT MODULE

Allows infrared commands picked up by the ceiling
speaker or keypad to be routed back to the hi-fi
and controlled from any zone. There are three
modulated outputs, which are used in conjunction
with devices called window emitters and allow all
infrared commands from any zone to be repeated
for the hi-fi component to act on. The unmodulated
infrared output can be connected directly to an
infrared input socket provided on some devices. 

Specifications:
• Punch down termination to system
• Requires standard single gang UK back box

(44mm deep)
• Dimensions (WxDxH): 86 x 38 x 86mm 

Stock Code: 
TBA S6 IRM-E INFRARED WHITE
OUTPUT MODULE (REQUIRES FASCIA)
TBA S6 IRM-E INFRARED BLACK
OUTPUT MODULE (REQUIRES FASCIA)

NEW PRODUCT

NEW PRODUCT NEW PRODUCT

NEW PRODUCT
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Ethernet port
(RJ45 connection)

Keyboard

RS232
Serial port

Digital 

co-axial in
RCA phono
connector

Digital
optical in

Stereo analogue audio in (RCA
phono connectors)

Zone 1: Stereo
analogue audio out
(RCA phono
connectors) and
digital optical out 

Zone 2: Stereo
analogue audio out
(RCA phono
connectors) and
digital optical out 

Zone 3: Stereo
analogue audio out
(RCA phono
connectors) and
digital optical out 

VGA Display Out

(15 pin female D
connector)

S-Video out Three
composite
video out

Mains
male IEC
connector

IR input

UPnP
UPnP or ‘Universal Plug and Play’ is a set of computer protocols
designed to allow connection and control between several devices on
a traditional IP network. Adding UPnP functionality to the Systemline
MusicServer allows ‘two-way’ control of the MusicServer using
UPnP compatible controllers - such as the Nevo S70. 

Using UPnP you can simply browse the contents of the MusicServer
from the palm of your hand with the Nevo S70, while also using it as
the IR based control device for the other products in the system.

Within the Nevo there is a ‘Media Zones’ menu where the controller
accesses control of UPnP devices within the home. The user interface
experienced by the consumer cannot be changed within the ‘Media
Zones’ menu. 

The following features can be accessed via the UPnP interface:

• Browse and select music content over a wireless network

• Browse music by Album, Artist, Genre and Playlist

• View cover art and transport controls

Please note that browsing content via UPnP will exhibit a slower
control experience than IR, especially noticeable on MusicServers with
larger music collections.

Changes made to the music choice via UPnP will be reflected in both 
the on television user interface, and the SystemNet TouchScreen.

Recording Internet Radio

This feature allows the user to record an internet radio station whilst
listening to it. The recording will be saved on the hard drive alongside
their music collection and can be edited at a later date to ‘trim’ the
recorded information and eliminate unwanted content. While the
MusicServer is recording an indicator is displayed in all ‘Now playing
screens’

The user can navigate to a number of internet radio stations through
the radio menus, accessed through the ‘home page’. In normal use the
user would then select the radio station and listen. The user can now
select a ‘record’ function and record the music to the hard drive where
it will be stored as a file named ‘<station name> <DD-MM-YY>
<HH:MM>’

The recording is then added to a new ‘recording genre’ and the artist
listed is that of the radio station the recording came from. All
recordings are in a compressed .WAV format.

Stock Code: 
S-SMSUPNP SERVER UPNP UPDATE

Please Note: We only recommend UPnP control with the Nevo S70.
Other devices are not supported by Armour Technical Support. You will
need the MAC address of the MusicServer when this is ordered.

Optional features

ipg_multiroom_1_systemline.qxp:Layout 3  19/11/09  13:47  Page 10



M
ul

ti-
Ro

om

Features:
• Feature rich, easy to use, graphic interface via a Systemline Modular

TouchScreen, a TV or the front panel display
• Three independent stereo audio outputs, allows simultaneous independent

access to any one of three different sources – CD, HDD or Internet Radio
• Three buffered composite video outputs, for full integration with

Systemline Modular VM8 Video Hub
• Flexible recording options: Individual tracks or whole albums, from CD to

hard drive and from hard drive to CD-R 
• Store music in a range of formats from uncompressed, 320, 192, 

128 and 68kbs
• 160GB HDD storage as standard – that’s 40,000+ songs at 68kbps or 300+

albums uncompressed
• Connects directly to broadband via Ethernet
• Network backup
• Plays standard audio CDs (even if “Copy Protected”).
• “Enhanced” CD player displays current artist, album and track information

(needs Internet connection).
• Cover Art
• Record from line in
• Back-up data/music to CD
• Allows on site upgrades
• Extended code set available for full Multi-source Modular integration via

LRN7 – gives Enhanced functionality
• Fully compatible with Systemline Modular Advanced and S6
• Party Mode – all three sources output the same program material around

the house
• Plays audio files from any other networked PC via Ethernet
• Play/record files from and to any USB compatible portable mass 

storage devices
• Unique three way ‘Now Playing’ screen
• Add current item to playlist
• Background compression for speedy CD ripping
• Identify after rip
• Digital input and output via S/PDIF
• Silent running fan system allows listening room placement
• Front mounted USB socket for easy attachment of portable MP3 devices
• Stores up to 40,000+ songs (average 3.5MB file fully compressed)
• Automatic clock update

Specifications
• I/O Ports: PS/2 Keyboard Port, VGA Port, RJ-45 LAN Port, 2 USB Ports and IR

Input RS232
• Audio Connections: Stereo analogue In RCA x 2, 

Stereo analogue Out RCA x 3, Coaxial S/PDIF In x 1, Optical S/PDIF In x 1,
Optical S/PDIF Out x 3

• Video Connections: Composite Video x 3, S-Video x 1, VGA x 1
• Hard Drive: 160GB
• Frequency Response: 20Hz-20kHz +/- 1dB (PCM)

S/N Ratio: >98dB (PCM)
• Playback Formats: Uncompressed WAV @ 44.1kHz / 16bit 48kHz / 16bit,

Windows Media Audio 9 (.wma) 32, 48, 64, 96, 128, 160, 192 kbps, MPEG-1
Layer 3 (.MP3) 48, 96, 128, 192, 320 kbs, MPEG-4 Audio Layer (.aac)
(.m4a), Microsoft Pulse Code Modulation (PCM) (MSADPCM) (IMAADPCM),
Microsoft MPEG-1 Layer 1; Microsoft MPEG-1 Layer 2, Waveform Audio
(.wav), Sound File (.snd), Unix Audio (.au), 
Audio Interchange File Format (.aif, .aiff, .aifc)

• Finish: Anodised Silver
• Dimensions (HxWxD): 96 x 438 x 343mm (3.8 x 17.25 x 13.5”) 
• Weight 9.0kg (19.84lbs)

Stock Code: 
S-SMS3/160 SYSTEMLINE MUSICSERVER

Training 
Available

Systemline
Systemline MusicServer
Store, navigate and play your favourite CDs and Internet Radio by genre, album or artist, all at the
touch of a button.

The Systemline MusicServer is an easy to use, one box ‘audio library’, providing instant access to all
your favourite music, categorised and organised just the way you like it. Naturally, for your complete
convenience, you can control the MusicServer and enjoy your music at the touch of a button, and
from anywhere around your home. 

Systemline MusicServer will allow three users to simultaneously and independently hear
their own selections, plus the ability to listen, via its built-in Internet Radio, to stations
from all around the world and the Systemline MusicServer becomes the simplest solution
to custom install multi-room music delivery.
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Systemline
Systemline Components

SL-TE IR Window
Emitter
Features:
• Stick-on high performance Window Emitter for

mounting onto fascia of source components
• Fine wire to IR head for discreet mounting  
• 1.5m total lead length
• 1 IR Emitter with 2 plugs for use with two

independent control systems

Stock Code: 
S-SLTE SL-TE WINDOW EMITTER                  

SL-FE IR Flood Emitter
Features:
• Cabinet mounting Flood Emitter to transmit to

multiple source components simultaneously
• Screw mount or adhesive pads

(Screws not supplied)
• 1.5m total lead length

Stock Code: 
S-SLFE IR FLOOD EMITTER      

Designed for

S6
& Modular

Designed for

S6
& Modular

SL-WE IR Window
Emitter
Features:
• Stick-on high performance Window Emitter for

mounting onto fascia of source components
• Fine wire to IR head for discreet mounting  
• 1.5m total lead length

Stock Code: 
S-SLWE QED SL-WE WINDOW EMITTER                  

Designed for

S6
& Modular

Connector
All emitters are terminated with industry standard
3.5mm plug suitable for all applications including
Systemline, MusiQ and Roomlink.

SL-SE 
SPREAD SPECTRUM SUPER 
WINDOW EMITTER

Features:
• Spread Spectrum Emitter - unique device which

transmits at two different frequencies, for
compatibility with the widest possible range of
products

• Has ‘blink LED’ to confirm code received for easy
system set-up

• Easy to route & conceal fine wire to IR head
• Stick-on design for mounting onto source

components
• 1.5m total lead length

Stock Code: 
S-SLSE SUPER EMITTER         

Designed for

S6
& Modular

SL-DE 
Dual Window Emitter

Features:
• Two SL-WE with special Y adaptor to allow two

source from the same IR code
• Stick-on design for mounting onto source

components
• 1.5m total lead length

Stock Code: 
S-SLDE SL-DE DOUBLE EMITTER          

Designed for

S6
& Modular

DTP-8
DATA TERMINATION PLATE

A quick and convenient way of tidying up the
wiring to a centrally located system.

Stock Code: 
S-DTP8 SYSTEMLINE DATA PLATE 8 WAY     

Designed for

S6
& Modular
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